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SP JAW Series 

WHITE SIGNATURE PANEL                                       for PVC cards 

 
SP JAW006 white signature panel foil meets the highest standards 
demanded by the credit card industry.  Designed to accept all types of 
ink signature.  
 
SP JAW008 white signature panel is specially adhesive designed for 
continuous transfer to polyester or pvc.   
 
SPDB018 is designed for roll on application to PET cards 
 
Features are: 

• Ease of release and sharp edge definition 
• No cold flake shedding before or during application 
• Solvents used to erase signature will also dissolve the signature panel 
• Opaque panel allowing perfect background for signature 

 

 
 
 JAW006 JAW008 DB018 
FINISH Matte Matte Matte 
COLOUR White White White 
CARRIER 19 µm Polyester 19 µm Polyester 19 µm Polyester 

SUBSTRATE Hot Stamp or Roll On 
PVC 

Continuous Transfer to 
PET and PVC material 

Hot Stamp or Roll On to 
PET 

ACTIVATION 
TEMPERATURE 140 – 180 °C 140 – 180 °C 140 – 180 °C 

ROLL SIZE 

• 3 3/8” (86mm) on  1” 
core 

• ½” (12.7mm and  5/8” 
(16mm) on standard 
3”  (NAB) hub. 

• 3 3/8” (86mm) on  1” 
core 

• ½” (12.7mm and  5/8” 
(16mm) on standard 
3”  (NAB) hub.

• 3 3/8” (86mm) on  1”
 core 
• ½”(12.7mm and  5/8” 
 (16mm)on standard 
 3” (NAB) hub.

 


